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ABSTRACT Phase-separated and self-assembled co-network materials oﬀer a simple route to

bicontinuous morphologies, which are expected to be highly beneﬁcial for applications such as ion,
charge, and oxygen transport. Despite these potential advantages, the programmed creation of conetwork structures has not been achieved, largely due to the lack of well-controlled chemistries for their
preparation. Here, a thiolene end-linking platform enables the systematic investigation of phaseseparated poly(ethylene glycol) (PEG) and polystyrene (PS) networks in terms of the molecular weight and relative volume fractions of precursor polymers.
The ion conductivity and storage modulus of these materials serve as probes to demonstrate that both phases percolate over a wide range of compositions,
spanning PEG volume fractions from ∼0.30.65. Small angle X-ray scattering (SAXS) shows that microphase separation of these co-networks yields
disordered structures with d-spacings that follow d ∼ Mn0.5, for 4.8 kg/mol < Mn < 37 kg/mol, where Mn is the molecular weight of the precursor polymers
at the same ratio of PEG to PS. Over this range of molecular weights and corresponding d-spacings (2255 nm), the ion conductivity (104.7 S/cm at 60 °C),
thermal properties (two glass transitions, low PEG crystallinity), and mechanical properties (storage modulus ≈90 MPa at 30 °C) remained similar. These
ﬁndings demonstrate that this approach to thiolene co-networks is a versatile platform to create bicontinuous morphologies.
KEYWORDS: co-networks . bicontinuous morphology . thiolene . lithium ion conductivity . phase separation

B

icontinuous morphologies, which enable three-dimensional percolation of
two diﬀerent phases throughout the
material, are especially advantageous as a
route to concurrently incorporate seemingly contrasting properties that cannot
be achieved using a single homogeneous
material.1 A good example is polymer membranes that require a highly mobile phase
for eﬃcient transport of a desired species
and a simultaneously rigid phase to provide
robust mechanical properties.2 Despite
their potential, bicontinuous morphologies
are fundamentally diﬃcult to obtain because they require variable curvature, high
packing frustration, and large interfacial
area.3,4 Overcoming these morphological
challenges to enable a consistent and broad
bicontinuous compositional window will be
advantageous for a variety of ﬁelds such as
ion,2,5,6 charge,7 and oxygen transport8 as
well as water puriﬁcation2 and mechanical
reinforcement of membranes.9,10 A system
with bicontinuous nanometer-scale phases
would provide uninterrupted ion-conducting
pathways, for example, while maintaining
WALKER ET AL.

favorable mechanical properties, bypassing
the geometric limitation demonstrated previously in solid electrolyte materials.9,10
Strategies to access bicontinuous morphologies on the nanoscale have predominantly fallen into two broad categories:
those that take advantage of equilibrium
self-assembly and those that limit demixing by kinetically trapping phase-separated structures. Equilibrium self-assembly
of diblock copolymers has been widely
studied in this context; however, bicontinuous structures such as the gyroid phase
occupy only a narrow composition range
of the phase diagram11 and are therefore
formed only under rigorously controlled
conditions.3,12,13 The bicontinuous gyroid
geometry is characterized by varied curvature and high packing frustration that requires the block copolymer chains to stretch
to ﬁll space;14 however, block copolymer
melts prefer the constant curvature and low
packing frustration found in the less complex lamellar and cylindrical phases.12 These
physical challenges limit the combinations
of polymer chemistries, molecular weights,
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structures by changes in temperature or removal of
solvent. Early studies predicted this approach42 would
lead to microphase separation with a domain spacing (d) that can be tuned by the molecular weight
between cross-links (Mc) according to d ∼ Mc0.5, which
was conﬁrmed by neutron scattering.43 However, in
these early studies, the morphology was not determined and the possibility of bicontinuous phases was
not explicitly discussed.42,43 Later studies conﬁrmed
that the presence of random cross-links frustrates the
formation of highly ordered phases,44 resulting in
disordered bicontinuous structures under appropriate
conditions.4548 However, these studies have relied on
random copolymerization of monomers with a telechelic macromonomer as a cross-linker, leading to
uncontrolled network architectures.4549 Furthermore,
bicontinuity has most commonly been established
through measurements of the swelling ratios in water
and nonpolar solvents, which can be complicated to
interpret due to the possibility for solvent-induced
structural rearrangements.4548 Other networks use
block copolymers of various lengths to achieve a
more deﬁned architecture, yet these studies still rely
heavily on swelling or AFM for their morphology
characterization.5052
While these approaches have generated important
insights and numerous speciﬁc material systems that
yield cocontinuous structures, a simpler and more
universal route that is widely tolerant to variations in
temperature, degree of polymerization, interaction
strengths, and processing conditions will have broad
implications and is expected to provide excellent
model systems for fundamental investigations. One
of the many areas that will beneﬁt from facile synthesis
of bicontinuous morphologies is the ability to improve
and tailor the mechanical properties of solid electrolytes. Solid electrolytes, such as salt-loaded poly(ethylene glycol) (PEG), conduct ions via a series of
chain relaxations; therefore, a trade-oﬀ exists between
ion conductivity and robust mechanical properties.6
Thus far, this trade-oﬀ has largely been investigated
using equilibrium phase-separated, block copolymers
of PEG with polystyrene (PS), e.g., as studied by Balsara
and co-workers.5,5355 These materials had a shear
modulus of approximately 100 MPa, demonstrating
that the mechanical properties are dictated by the
polystyrene phase.53 The major drawback to this strategy is that ion conductivity is limited by grain orientation; any lamellar grains aligned perpendicular to the
applied voltage act as barriers to the ion conductivity. A
bicontinuous morphology would overcome this drawback by ensuring that pathways for conductivity are
uninterrupted in all directions.5
To address these broad challenges, we demonstrate
that bicontinuous morphologies can be accessed over
a wide compositional window by the microphaseseparation of co-networks formed by high yielding
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and temperatures that lead to this desirable bicontinuous morphology.
To facilitate formation of bicontinuous morphologies, several variations on traditional diblock copolymers have been investigated. For example, ABA
triblock copolymers with a polydisperse midblock were
shown to have expanded windows of disordered
bicontinuous morphologies due to the polydispersity
of the midblock deceasing packing frustration.1518
However, the lamellar morphology continued to occupy a much larger compositional range than the bicontinuous morphology, and weak dependence of the
d-spacing on the total molecular weight of the block
copolymer makes it diﬃcult to control domain size in
this way.15,16 Similarly, for ternary blends of two homopolymers and a compatibilizing graft-copolymer, polydisperse molecular weight and graft density of the
copolymers was shown to widen the window in which
disordered bicontinuous structures are formed,19 compared to the narrow window obtained for diblock
copolymer compatibilizers.20,21
An alternative strategy to increasing polydispersity is
greatly increasing the number of blocks to form multiblock chains. This approach enhances the likelihood of
obtaining the bicontinuous phase22,23 since multiblock
chains face barriers to the formation of ordered
structures.22,24,25 Disordered bicontinuous phases
from multiblock copolymers have demonstrated improved mechanical properties including higher stress
and strain at break compared to analogous triblock
copolymers.23,26 Often, multiblock copolymer synthesis requires a series of rigorous living polymerizations,2729 although recent investigations using
end-linking strategies have simpliﬁed multiblock
synthesis.23,26,30
In contrast to equilibrium structures, numerous
groups have investigated methods to trap nonequilibrium bicontinuous morphologies formed as a result of
spinodal decomposition.3134 Demixing is typically
induced through solvent-,35 temperature-,36 or polymerization-induced37,38 phase separation, and coarsening of the bicontinuous morphology is then kinetically
arrested using several routes including vitriﬁcation,32
chemical cross-linking,39 or jamming/gelation of nanoparticles.40 Some of these strategies are synthetically
quite simple and have been used to generate nanoporous materials41 as well as ion-conducting membranes with high modulus.37,38 However, due to the
delicate interplay between the kinetics of demixing
and structural arrest, obtaining bicontinuous structures typically requires rigorously controlled processing conditions that are highly speciﬁc to a given
chemical system.
Here, a third approach is considered that has received far less attention, namely, cross-linking two or
more polymers in a homogeneous solution or blend,
followed by the formation of microphase separated
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RESULTS AND DISCUSSION
Design and Synthesis. Our approach to co-networks
is based on ultraviolet-light-initiated, random endlinking of two different norbornene-end-functionalized
telechelic polymers, which provides a direct and
efficient method to explore the conditions that lead
to bicontinuous morphologies. Cross-linking is performed in a good solvent for both chains, presumably
yielding random connections of precursor polymer
chains at each network junction. Previously, this strategy has been used to give well-defined networks as
demonstrated by their resilience at high strain and
uniform neutron scattering in the swollen state.5658
TABLE 1. Precursor Polymer and Network Properties
Mn PS [recursor

Mn PEG [recursor

d-spacing

PEG crystalline

(kg/mol)a

(kg/mol)a

(nm)b

fractionc

4.8
12
37

4.6
12
35

22 ( 2
31 ( 1
55 ( 2

∼0
0.07
0.25

a

As indicated by supplier. Throughout the text, network samples are identiﬁed by
the PS molecular weight. b Domain spacing from primary peak SAXS. c Fraction of
crystalline PEG compared to theoretical heat of fusion for PEG.

PEG and PS were chosen as model co-network
components for several reasons. Many studies on
PSPEG block copolymers have been reported, and
their phase behavior is well-known.59 Also, PEG is a key
polymer involved in lithium ion conductivity studies,
and impedance spectroscopy is used here as a probe to
demonstrate continuity of the PEG phase. Previously,
PEG and PDMS were used to generate conducting
membranes through a similar approach; however,
these materials were soft (∼0.1 MPa) due to the
rubbery PDMS domains, and their morphologies were
not determined.60 As a result, PS was employed for
the current study to increase stiﬀness and provide
a means to assess percolation of the nonpolar phase.
To study the ability to vary the length-scale of microphase separated structures, three diﬀerent molecular
weights were chosen, corresponding to values of Mn
for PS of 4.8, 12, and 37 kg/mol, with nearly identical
molecular weights of PEG (Table 1). The 4.8 kg/mol
network was chosen as it falls near the predicted
boundary for microphase separation of PSPEO diblock copolymers61 of χN = 10.5, while the upper end
of 37 kg/mol was chosen because the end functionalization and thiolene chemistry became less eﬃcient
with increasing molecular weight, making it diﬃcult to
obtain high-quality networks. For example, 50 kg/mol
PDMS networks have been synthesized by this technique;62 however the gel fraction of 0.4 was signiﬁcantly lower than those reported here.
Full synthetic details are provided in the Supporting
Information. Brieﬂy, Mitsunobu-type chemistry was
used to end-functionalize each of the PEG and PS precursor polymers of diﬀerent molecular weights with
norbornene. This chemical handle allowed for cross-linking
with a tetrafunctional thiol using a UV-light-initiated reaction as illustrated in Figure 1. Prior to any measurements,
samples were thoroughly dried for approximately 3 days
under nitrogen ﬂow, then in a vacuum oven at 120 °C
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thiolene chemistry using end-functionalized polymer chains. The material consists of salt-loaded, ionconducting PEG domains and mechanically reinforcing
PS domains. Using the mechanical properties and
Li-ion conductivity of the materials as probes to determine the connectivity of each phase, we demonstrate
the existence of a wide bicontinuous phase window
from ∼30% to 65% by volume of PEG. Variation of the
precursor polymer molecular weight (Mn) furthermore
allows for controlled variations in the length-scale of
the cocontinuous structure while retaining the advantageous combination of modulus and conductivity
provided by the two microphases.

Figure 1. General scheme for obtaining salt-loaded co-network samples from norbornene end-functionalized precursor
polymers.
WALKER ET AL.
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Figure 2. SAXS data in (a) intensity plot and (b) Kratky plot. Samples showed increasing d-spacing with increasing molecular
weight and the higher order reﬂections, marked with arrows in (b), correspond to approximately 3q*.

overnight. Norbornene was chosen for end functionalization because it is one of the most reactive enes for thiol
ene chemistry due to the release of ring strain and low
probability of homopolymerization.63,64 The cross-linker
was chosen because of its four mercaptopropioniate ester
groups which are considered the most reactive thiol group
because of their ability to form a six-membered hydrogenbonded ring.65 The interactions between the thiol protons
and the carbonyl groups weaken the SH bond and aid in
forming the thiyl radicals.65
For each network, the desired masses of PEG and PS
were dissolved in a common solvent (DMF) along with
lithium bis(triﬂuoromethanesulfonylimide) (LiTFSI) at a
molar ratio of 1:10 relative to PEG repeat units. After UV
curing, the common solvent was thoroughly evaporated to yield salt-loaded, microphase-separated, conetwork samples. The volume fraction of salt-loaded
PEG in each network was calculated from the masses of
each polymer used to prepare the network, and the
density of 100% salt-loaded PEG and PS networks were
determined using a pycnometer in hexane. A series of
samples with varying molecular weight and nearly
symmetric composition (φPEG = 0.55) was ﬁrst studied
to establish the formation of bicontinuous morphologies with a range of characteristic sizes. To determine
the compositional boundaries of the bicontinuous
phase, the 12 kg/mol precursor polymers were next
studied over the range of φPEG = 0.230.83.
Morphology. The microphase separated structures
of network samples with nearly symmetric compositions (φPEG = 0.55) and molecular weights varying from
Mn = 4.837 kg/mol were first investigated using
SAXS. As seen in Figure 2a, each sample shows a clear
scattering peak with a d-spacing that increases with
Mn. Well-ordered morphologies, typically observed in
annealed block copolymer samples, are not expected
here because random network connectivity frustrates
the formation of long-range order. Given the nearly
equal volume fractions of the two phases, and the modest
contrast in chain stiffness, the microphase-separated
WALKER ET AL.

Figure 3. Scaling relationship between Mn and d-spacing
closely follows the relationship predicted by de Gennes of
d ∼ Mc0.5. The line is a best-ﬁt power law with an exponent
of 0.49 ( 0.03. Error bars represent the maximum and
minimum of three independent measurements or the distribution of measurements is smaller than the symbol.

structure must presumably be a disordered bicontinuous phase. Notably, a secondary reflection, at approximately 3q* is observed for each sample, as seen more
clearly in the Kratky plot in Figure 2b. Similar scattering
features have been observed in other bicontinuous
disordered systems such as amphiphilic co-networks,45
morphologies obtained by spinodal decomposition,66
kinetically trapped phases,38 and polydisperse triblocks.15,17 It has been proposed that the presence of
the 3q* peak and absence of the 2q* peak arises from
morphologies with weakly ordered lamellar phases,
where the length scale of an ordered grain is only a few
times greater than the d-spacing.45 As shown in Figure
3, the domain spacing (d = 2π/q*) increases with Mn, in
a manner consistent with the prediction by de Gennes
of d ∼ Mc0.5 for a blend with cross-links introduced in
the melt state.42 The same scaling has been observed
in other disordered, bicontinuous phase-separated
systems.44 Here, cross-links are introduced in a good
solvent, where the polymer chains are swelled relative
to their unperturbed melt dimensions. However, since
the solutions are above the overlap concentration, the
VOL. 8

’

NO. 12

’

12376–12385

’

12379

2014
www.acsnano.org

ARTICLE
Figure 5. DSC measurements show that the LiTFSI loading
eﬀectively reduces crystallinity in the PEG phase. All
data were taken from the second heating scan at a rate of
10 °C/min. Curves are oﬀset for clarity.

Figure 4. TEM image of the 12 kg/mol network. The PEG
domains, stained with RuO4, appear dark. The presence of
disordered domains with a characteristic size-scale of 30 nm
is consistent with the SAXS pattern.

end-to-end distance of the chains should still follow
M0.5, and hence, it is reasonable that the d-spacing of
the microphase separated networks exhibits the same
relationship.
A representative TEM image for the 12 kg/mol
system (Figure 4) reveals a disordered structure with
a domain spacing of ∼30 nm, consistent with the SAXS
result. The PEG domains, which appear darker due to
preferential staining by RuO4, are clearly interconnected,
while the PS domains are somewhat extended, though
perhaps not continuous. From this image (as from any
two-dimensional slice through a three-dimensional
morphology), it is diﬃcult to make any ﬁrm conclusions
about cocontinuity, but the presence of extended domains of both phases is at least consistent with a
disordered cocontinuous structure, as has been reported
for a number of other material systems.15,17,38,45,66
With respect to phase separation of these networks,
it is important to consider the molecular weight and
χ value for PEGPS which is <0.1.67 For a diblock
copolymer,61 the 4.8 kg/mol network should be near
the limit of microphase separation of χN = 10.5 predicted by mean ﬁeld theory. Randomly cross-linked
networks require a higher value of χN for microphase
separation compared to diblock copolymers,42,43 suggesting that this lowest molecular weight co-network
should be phase-mixed; however, this network was
clearly phase-separated at room temperature as demonstrated by SAXS and up to 100 °C as demonstrated
by diﬀerential scanning calorimetry (DSC) and dynamic
mechanical analysis (DMA), as shown later. This is
likely due to the presence of LiTFSI within the PEG
domains, which increases the eﬀective χ value for the
system,53,54,68,69 driving microphase separation even
for this relatively low molecular weight.
WALKER ET AL.

Figure 6. Crystalline fraction of PEG precursors, PEG networks without salt, PEGPS networks without salt and
PEGPS networks with salt.

Thermal Properties. All of the salt-loaded PEGPS
networks are thermally stable up to 350 °C according
to thermal gravimetric analysis as shown in Figure S8
(Supporting Information). DSC measurements (see
Figure 5) demonstrate that the networks have limited
crystallinity compared to the theoretical maximum
heat of fusion for PEG. In the 4.8 kg/mol network, there
was no crystallinity within the detection limit of
this technique. The 12 and 37 kg/mol networks have
approximately 7 and 28% crystalline PEG phases, respectively, despite the 10:1 EO/Li salt concentration. The
melting temperature also increases slightly with Mn; the
12 kg/mol network melts at 36 °C, while the 37 kg/mol
network melts at 39 °C. Additionally, no endothermic
peak was observed at the reported melting temperature
of the LiTFSI salt, approximately 230 °C, demonstrating
that the salt is highly dissociated within the PEG phase.
In an eﬀort to better understand how network
chemistry impacts overall properties, PEG precursor
polymers, 100% PEG networks, and PEGPS networks
without salt were also analyzed by DSC. The crystallinity of these samples is compared to the PEGPS saltloaded networks in Figure 6. The three PEG precursor
polymers (red) had similar amounts of crystallinity
(0.820.84, see Figure S9, Supporting Information),
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Figure 7. Impedance spectroscopy measurements show
that the three networks have similar conductivity values
above 60 °C. 90 and 30 °C are marked for reference.

indicating that molecular weight has a minimal eﬀect
on crystalline fraction in these linear samples. However, the melting point showed a slight temperature
dependence; the 4.8 kg/mol polymer melted at 51 °C,
while the 12 kg/mol polymer melted at 57 °C and the
35 kg/mol polymer melted at 60 °C. In comparison, the
100% PEG networks (teal) also showed a slight Mn
dependence in both crystalline fraction and melting
temperature (Figure S10, Supporting Information). For
this series, networks show a crystalline fraction between 0.47 and 0.61 that appears to increase slightly
with Mn indicating that cross-linking the chains into a
network decreases crystallinity compared to the linear
precursor polymers. The melting points show a similar
trend to the linear polymers. Introducing the polystyrene phase into the network (yellow) has little eﬀect on
the PEG crystallinity in the 12 and 35 kg/mol networks
(Figure S11, Supporting Information). However, in the
4.8 kg/mol network, crystallinity decreases slightly.
Finally, returning to the salt-loaded PEGPS networks,
it can be seen that the LiTFSI dramatically reduces PEG
crystallinity. Yet, examining this series of networks
(blue), it is observed that there is still a similar dependence on Mn to PEGPS networks without salt (yellow)
or PEG networks without salt (teal).
Ion Conductivity. Ion-conducting materials are of interest for solid electrolyte applications. Electrochemical impedance spectroscopy (EIS) was used here to
measure ion conductivity (σ) as a probe to demonstrate that the salt-loaded PEG phase percolates
throughout the sample. Figure 7 shows ion conductivities for networks of all three molecular weights to be
approximately 105104.5 S/cm at 60 °C, similar to
other PEG-based materials.7072 Specifically, LiTFSIloaded PEGPS block copolymers with similar
d-spacing, volume fraction, and salt loading (70 nm,
φPEG = 0.54, and EO/Li = 12, respectively) have an ion
conductivity of approximately 104 S/cm at 80 °C.73
In the temperature range investigated, there was
minimal evidence of crystallinity interfering with the
ion conductivity. Only the 37 kg/mol network shows a
WALKER ET AL.

Figure 8. Dynamic mechanical analysis (DMA) measurements of storage modulus (left axis, solid lines) and tan δ
(right axis, dashed lines) show each sample has two glass
transitions (Tg's).

pronounced downturn at low temperatures, consistent
with DSC measurements indicating a higher degree of
crystallinity in this sample. The networks with the
higher Mn, 12 and 37 kg/mol, have slightly higher
conductivities compared to the 4.8 kg/mol network
especially below 60 °C. This could be due to the larger
d-spacing, which contributes to wider ion-conducting
pathways.73
Mechanical Properties. Mechanical properties were
evaluated using DMA under tension of rectangularly
shaped samples. The plots of storage moduli (E0 ) and
the loss tangents (tan δ) (Figure 8) show that each
sample displays two glass transition temperatures
(Tg's) as indicated by the temperature at which tan δ
displays a local maximum. The PEG Tg's in each sample
are between 20 and 10 °C, while the PS Tg's are
between 107 and 112 °C. The low Tg and amorphous
nature of the PEG phase allow for high ion conductivity,
while the high Tg of the PS phase imparts mechanical
rigidity. Between the two Tg's, E0 is fairly stable with
values of 5090 MPa for the three networks, clearly
indicating percolation of the stiff PS domains. These
modulus values are much higher than those reported for
typical PEG-based ion conducting materials,70,74 and on
par with some of the highest reported to date.37,53 These
values also show favorable comparison to commercial
separators made of polytetrafluoroethylene or a composite of silica, alumina, and poly(ethylene terephthalate)
that each showed a Young's modulus of approximately
60 MPa by nanoindentation.75
Volume Fraction Series. To assess the range over which
bicontinuous structures are formed, a series of samples
with varying φPEG were synthesized using the 12 kg/mol
precursor polymers. Ion conductivity and storage modulus at 70 °C were compared across a wide range of
volume fractions to assess whether both phases were
percolated through the sample, as shown in Figure 9.
The ion conductivity shows a large step change of
almost 3 orders of magnitude between φPEG = 0.23 and
0.32. In this region, even small changes in volume
fractions, from 0.23 to 0.27, cause large diﬀerences in
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ion conductivity. The φPEG = 0.23 sample shows a conductivity approximately equivalent to the sensitivity of
the instrument and is considered nonconducting. Above
φPEG = 0.32, ion conductivity increases more gradually,
presumably because the structure has already become
highly interconnected, and subsequent increases are
largely due to the increasing volume fraction of PEG.
The diﬀerence in mechanical properties over the
volume fraction series is evident from handling the
samples at room temperature. Samples with φPEG < 0.4
were rigid, brittle, and sometimes fractured during
sample preparation. Samples with φPEG > 0.7 were rubbery
and sticky, also making them challenging to handle and
cut to the desired geometry. Intermediate samples with
similar amounts of PEG and PS were rigid enough to cut
without deforming yet are not so brittle that they fractured. The storage modulus, as measured by DMA at 70 °C,
conﬁrmed these qualitative observations. For φPEG < 0.45,
the samples had a storage modulus above 500 MPa, a
value rarely demonstrated in solid electrolytes. Even the
network with φPEG = 0.55 had a storage modulus of
approximately 100 MPa. Networks with φPEG > 0.65 had
a much lower storage modulus of <1 MPa, which is similar
to the 0.3 MPa of a 100% PEG network.60
Examining both measurements provides an estimate of the range of volume fractions over which the
system is bicontinuous, as summarized in Figure 9. At
the volume fraction where a percolated network is ﬁrst
formed, the respective property is expected to show a
sharp increase above the characteristic value for a pure

METHODS
Materials and Instruments. Three molecular weights of dihydroxyl-terminated poly(ethylene glycol) (PEG) [(Mn = 4.6 kDa,
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Figure 9. Ion conductivity and storage modulus versus PEG
volume fraction series using 12 kg/mol precursor polymers
at 70 °C. The green region highlights where only PS is
continuous, the blue region depicts where only PEG is
continuous, and the yellow region indicates where both
phases are continuous. Y-axis error bars represent the
maximum and minimum of three measurements. X-axis
error bars also represent the range of three samples; however, these are smaller than the symbols.

network of the majority phase. From the ion conductivity data, percolation appears to happen at φPEG ≈
0.250.3, where the conductivity increases rapidly by
orders of magnitude over the background value measured for more PS-rich samples. This region has been
shaded in blue, see Figure S12 (Supporting Information), to highlight the volume fraction window for PEG
percolation. Similarly, the storage modulus begins to
increase sharply above the value for PEG rich networks
around φPEG ≈ 0.600.65. The area shaded in green in
Figure S13 (Supporting Information) highlights the
volume fractions over which PS is likely continuous
as evidenced by the high storage modulus. The overlay
of these two supplemental ﬁgures is given in Figure 9,
where the region in yellow indicates the simultaneous
percolation of both PEG and PS phases. Samples
toward the center of this region show PEG-like ion
conductivities and PS-like storage moduli, indicating
that both phases are highly interconnected, while
those at either edge show a drop oﬀ in respective
properties as a smaller portion of the minority phase
forms part of the percolated network. The faded colors
near the boundaries depict these numbers as our initial
estimations. While further studies are required to better
understand the evolution of morphology with composition, and more precisely deﬁne the bicontinuous phase
boundaries, these results clearly demonstrate that disordered bicontinuous structured are formed across a
wide range of compositions for these co-networks
prepared by well-deﬁned cross-linking reactions.
CONCLUSIONS
Here, we systematically investigated the formation
of disordered bicontinuous morphologies in co-networks deﬁned by a clean and eﬃcient thiolene crosslinking platform. Changing the molecular weight between the precursor polymers allowed for control over
the size of the microphase-separated domains, with
bicontinuous morphologies accessible over a wide
range of volume fractions, demonstrating the versatility of this system. Microphase separation in PEG/PS conetworks allowed us to simultaneously achieve high
modulus and high ion conductivities. Consistent properties were found across the range of length scales
probed, further demonstrating the versatility of this
platform. Given the general utility of the Mitsunobu
and thiolene reactions, we envision this strategy to
be broadly applicable to many combinations of polymers and applications where bicontinuous morphologies are desirable, beyond the high-modulus, ionconducting materials discussed here.

^ = 1.03), (12) (35)] and polystyrene (PS) (Mn = 4.8 kDa,
^ = 1.14) (12) (37)], 5-norbornene-2-carboxylic acid (99% exo)
(NB), triphenylphosphine (PPh3), diisopropyl azodicarboxylate
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